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Overall Length:

127.0 millimeters 

Overall Height:

83.0 millimeters 

Overall Width:

148.5 millimeters 

Ac Voltage Rating:

7.5 volts 

Dc Voltage Rating:

6.5 volts 

End Application:

Tars,  photonic

Input Impedance Rating In Ohms:

75.0

Operating Speed At Rated Capacity:

1.430 centimeters per second

Electrical Power Source Relationship:

Operating

Usage Design:

Cassette recorder/reproducer

Case:

Provided

Recording Method:

Magnetic

Recording Medium For Which Designed:

Tape

Input Channel Quantity:

1

Output Impedance Rating In Ohms:

75.0 

Special Features:

Usable cassetts 8mm,  picture 4in diagonally,  audio input phone jack -7.5 dbs,  input imped more than 47 kms,  audio output phone jack -7.5

dbs at load imped 47 less than 10 kms,  speaker 7.2 ohms,  200 mw,  phones minijack,  8 ohms,  pwr rqmts 6.0 v battery pack,  pwr

consumption 6.7w cont playback,  oper temp 0c-40c,  storage temp -20c-60c,  weight approx 980g not including battery pack

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T207-a
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