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Overall Depth:

21.000 inches 

Overall Height:

7.000 inches 

Overall Width:

Between 17.000 inches and 19.000 inches 

Ac Voltage Rating:

115.0 volts 

Frequency Rating:

60.0 hertz 

End Application:

An/sqq-8 (v)12 unit 490, record infc/sonar infc; an/sqq-89(v)7 unit 490, record infc/sonar infc; an/sqq-89(v)8 unit 490, record infc/sonar infc;

an/sqs-53d(v)1 cg-47 cl, sonar system; an/sqs-53d(v)1 asw trainder, sonar system; an/sqq-89(v)12 unit 490 w/ec140, interface/rcdr;

ansqq/89(v)7 unit 490 w/ec140, interface/rcdr; amsqq-89(v)8 unit 490 w/ec140, interface/rcdr; an/sqs-53d(v)1 cg47 cl w/an/sqq-89(v) ec-140;

an/sqs-53d(v) 1 with the an/sqq-89 ec-140 w/o dsp

Electrical Power Source Relationship:

Operating

Recording Method:

Tape

Information Recorded:

An interface digital recorder that records sound

Phase:

Single

Special Features:

Inavy)recorder group, infc (drawing)digital recorder(5a12076) ; ac power connector, male iec-320 recessed power receptable, located at rear

of recorder; operating temperature,  5 degrees celsius to 40 degrees celsius; rack mounted

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T198-a
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