Electronic Switch - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/5895-01-550-6847

## Overall Length:

17.500 inches

## Overall Height:

1.730 inches

Overall Width:
16.100 inches

Operating Tempurature Range:
+32.0/+113.0 degrees fahrenheit

## Average Life Rating:

147000.0

## Storage Tempurature Range:

-13.0/+158.0 degrees fahrenheit

## Average Life Measurement:

Hours

## Basic Shape Style:

Rectangular or square
Maximum Operating Altitude Rating:
10000.0 feet

Inclosure Type:
Encased
Installation Design:
Top of cabinet/counter

## Circuit Construction Type:

Solid state

## Operating Ac Frequency In Hertz:

50.0 single voltage and 60.0 single voltage

## External Dc Operating Voltage In Volts:

### 48.0 2nd voltage err-100

## External Ac Operating Voltage In Volts:

100.0 single voltage and 240.0 single voltage

Special Features:
48 ethernet 10/100/1000 ports and 4 sfp-based gigabit ethernet ports; 1ru fixed-configuration, multilayer switch; ieee 802.3af and cisco prestandard power over etherne (poe); 32.0 megabyte flash memory; 128 megabyte dram; operating relative humidi type 10.0 to 85.0 percent non-condensing; power dissipation 590.0 watts, poe 370.0 watts; ac voltage is autoranging; operating current 8.0 to 4.0 amps ; power rating 0.56 kilovolt-amps; dc 12.0 volts 14.0 amps , -48.0 volts at 7.8 amps (poe switches) ; weight 15.5 pounds

Shelf Life:
N/a
Unit Of Measure:

## Demilitarization:

Yes - demil/mli

## Fiig:

A32200

