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Body Style:

W/mtg tabs/flanges,  terminals on opposite surfaces

Reliability Indicator:

Not established

Terminal Length:

0.520 inches 

Body Length:

Between 2.870 inches and 2.990 inches 

Body Width:

1.600 inches 

Body Height:

1.610 inches 

Continuous Current Rating In Amps:

18.00

Center To Center Distance Between Terminals Parallel To Width:

0.840 inches 

Terminal Diameter:

0.196 inches 

Unthreaded Mounting Hole Diameter:

Between 2.100 inches and 2.160 inches 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Length:

1.875 inches 

Schematic Diagram Designator:

No common or grounded electrode (s) 

Mounting Facility Type And Quantity:

4 unthreaded mounting holes

Nonderated Operating Temp:

Between 0.0 degrees celsius and 65.0 degrees celsius 

Nonderated Continuous Voltage Rating And Type Per Section:

950.0 ac-rms single section

Case Material:

Ceramic or metal

Insulation Resistance At Reference Temp:

10.00 megohms

Case Insulation Material:

Plastic

Terminal Type And Quantity:

2 threaded stud

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A010b0

https://aerobasegroup.com

