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Body Style:

Compression

Terminal Length:

2.5 millimeters 

Bushing Diameter:

1.4 millimeters 

Shaft Diameter:

1.4 millimeters  single shaft

Bushing Length:

2.4 millimeters 

Shaft Length:

7.0 millimeters  single shaft

Body Length:

Between 4.3 millimeters and 4.7 millimeters 

Body Width:

Between 3.8 millimeters and 4.2 millimeters 

Body Height:

Between 2.8 millimeters and 3.2 millimeters 

Center To Center Distance Between Terminals Parallel To Length:

7.0 millimeters 

Err Default:

Between 1.1 millimeters and 1.3 millimeters 

Inclosure Type:

Encased

Terminal Location:

Circumference 180 degrees apart perpendicular

Bushing Shape:

Round

Mounting Facility Type And Quantity:

1 bushing,  press-fit

Shaft Type:

Round single shaft

Capacitance Range In Picofarads:

+4.5 to 50.0 all sections

Adjustment Device Drive Type And Quantity:

1 double ended shaft

Product Name:

Ceramic trimmer capacitor tzb4 series

Terminal Type And Quantity:

2 pin

Shelf Life:

N/a
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Unit Of Measure:

--

Demilitarization:

No

Fiig:

A096a0
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