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Overall Height:

1.750 inches 

Body Length:

Between 6.372 inches and 6.378 inches 

Body Width:

Between 1.122 inches and 1.128 inches 

Body Height:

Between 1.747 inches and 1.753 inches 

Unthreaded Mounting Hole Diameter:

0.188 inches 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Length:

3.062 inches 

End Application:

P-3c acft

Reference Frequency Per Function:

2.4 megahertz 1st band pass 1st function

Inclosure Type:

Encased

Mounting Facility Type And Quantity:

6 unthreaded hole

Insertion Loss At Reference Frequency Per Function In Decibels:

1.5 blank

Functional Terminal Type And Quantity:

8 solder stud output 2nd function

Frequency Band Width Per Function:

4.00 megahertz 3rd band pass  and 6.00 megahertz 3rd band pass

Special Features:

Reference frequency per function band 7, 19.50 mhz, band 8, 26.90;  insertion loss at reference frequency per function in decibels band 7

and band 8, 1.5;  frequency band width per function band 7, 16.00 mhz and 24.00 mhz andband 8, 24.00 mhz and 30.00 mhz;  source

impedance rating per funtion band 7 and band 8, 50.0 ohms

Style Designator:

Rectangular terminal/terminals on one surface

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A047b0
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