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Overall Height:

5.719 inches 

Body Length:

Between 2.844 inches and 2.906 inches 

Body Width:

Between 2.094 inches and 2.156 inches 

Body Height:

Between 4.469 inches and 4.531 inches 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Length:

Between 2.219 inches and 2.281 inches 

Power Line Frequency Rating Per Function In Hertz:

400.0 2nd radio interference

Operating Current Rating Per Function In Amps:

20.0 2nd radio interference

Maximum Voltage Drop Per Function:

1.2 volts ac 1st radio interference

Principal Circuitry Type Per Function:

Inductance-capacitance 2nd radio interference

Input Terminal Manufacturer Code:

71468

Input Terminal Identification:

Gs02-21-2p

Inclosure Type:

Hermetically sealed

Mounting Facility Type And Quantity:

1 threaded hole

Functional Terminal Type And Quantity:

2 threaded stud output 2nd function

Functional Terminal Thread Diameter:

0.164 inches output

Operating Voltage Rating And Type Per Function:

120.0 volts ac 2nd radio interference 2nd function

Functional Terminal Thread Quantity:

32.0 per inch output

Maximum Dielectric Withstanding Dc Voltage:

400.0 volts at sea level

Style Designator:

Rectangular terminal/terminals on one surface

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A047b0
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