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Overall Length:

1.130 inches 

Body Outside Diameter:

0.385 inches 

End Application:

St-19

Operating Current Rating Per Function In Amps:

10.0 blank

Inclosure Type:

Hermetically sealed

Mounting Facility Type And Quantity:

1 threaded bushing

Functional Terminal Type And Quantity:

1 tab,  solder lug input and 1 tab,  solder lug output

Operating Voltage Rating And Type Per Function:

50.0 volts dc blank

Special Features:

Selected item;  mounting hdwe, c/o lockwasher and hex nut, furnished w/ea filter

Style Designator:

Round terminal/terminals on opposite surfaces

Test Data Document:

81349-mil-f-15733 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification

format;  excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain

environmental and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.). And 98230-0n120653

drawing (this is the basic governing drawing,  such as a contractor drawing,  original equipment manufacturer drawing,  etc.;  excludes any

specification,  standard or other document that may be referenced in a basic governing drawing)

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A047b0
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