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Overall Length:

7.000 inches 

Overall Height:

2.500 inches 

Overall Width:

7.000 inches 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Length:

6.375 inches 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Width:

6.375 inches 

Operating Tempurature Range:

-40.0/+85.0 degrees celsius

End Application:

Rt-1943/sps-7 (v),  radar transceiver;  an/sps-74(v)  periscope detection radar

Power Line Frequency Rating Per Function In Hertz:

60.0 blank all functions

Operating Current Rating Per Function In Amps:

5.0 blank all functions

Mounting Facility Screw Thread Series Designator:

Unf

Inclosure Type:

Encased

Mounting Facility Type And Quantity:

4 threaded hole all functions

Functional Terminal Type And Quantity:

2 connector,  receptacle input-output all functions

Operating Voltage Rating And Type Per Function:

440.0 volts ac blank all functions

Thread Size:

0.190 inches

Special Features:

1 connector:  ms3404d18-11p,  1 connector amp p/n 212059-3 or equiv. Spring clip:  d11027 (2 pl) 

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A047b0
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