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Body Material:

Plastic

Body Style:

Front panel mounted type

Overall Length:

Between 1.966 inches and 1.998 inches 

Overall Height:

Between 1.765 inches and 1.797 inches 

Overall Width:

Between 1.234 inches and 1.266 inches 

Mounting Hole Diameter:

Between 0.178 inches and 0.181 inches 

Mounting Hole Quantity:

2

Environmental Protection:

Any acceptable

Mounting Hole Style:

Bushing mounting w/2 holes

Contact Material:

Brass or copper

Contact Surface Treatment:

Copper and tin plated and zinc plated

Fuse Accommodation Quantity:

1

Accommodated Fuse Length:

1.250 inches 

Accommodated Ferrule Diameter:

0.250 inches 

Length From Front Protrusion To Mounting Surface:

1.219 inches 

Cap Diameter:

Between 0.984 inches and 1.016 inches 

Center To Center Distance Between Outside Mounting Holes Along Length:

Between 1.296 inches and 1.328 inches 

Bushing Hole Diameter:

Between 0.845 inches and 0.865 inches 

Current Carrying Rating In Amps:

15.0

Fuse Terminal Type Accommodated:

Ferrule

Voltage In Volts:

32.0
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Terminal Type And Quantity:

2 tab,  solder lug

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A014a0
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