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Thread Length:

0.250 inches  single mounting facility

Overall Length:

2.750 inches 

Shaft Diameter:

0.250 inches  single actuator

Shaft Length:

0.688 inches  single actuator

Individual Section Quantity:

3

End Application:

Nsupply class aoe,  spruance class dd (963),  forrestal class cv,  oliver perry class ffg,  emory s. Land class as,  whidbey island class lsd, 

wasp class lhd,  tarawa class lha,  cimmaron class ao,  virginia class cgn (41)

Switch Contact Basic Design:

Nonpile-up nonsymmetrical

Mounting Method:

Threaded bushing single mounting facility

Thread Size:

0.375 inches single mounting facility

Switch Actuator Indexing Position Quantity:

10 single actuator

Shaft Type:

Round single actuator

Criticality Code Justification:

Feat

Terminal Type:

Tab,  solder lug

Switch Actuator Positioning Increment:

30.0 degrees single actuator

Switch Actuator Stop Device Type:

Fixed stop single actuator

Special Features:

Weapon system essential

Style Designator:

Circular wafer,  bushing mount

Thread Series Designator:

Unef single mounting facility

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A052b0
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