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First Flat Length:

0.438 inches  single actuator

Flat Height:

0.219 inches  single actuator

Shaft Diameter:

0.250 inches  single actuator

Shaft Length:

0.689 inches  single actuator

Individual Section Quantity:

6

Knob Manufacturer Part Number:

5401-l-1

Switch Contact Basic Design:

Nonpile-up symmetrical

Pole Quantity:

1 each section rear

Throw Quantity:

4 each section rear

Mounting Method:

Flange single mounting facility

Features Provided:

Actuator knob

Contact Voltage Rating In Volts:

500.0 highest ac voltage rating at sea level

Switch Actuator Indexing Position Quantity:

4 single actuator

Shaft Type:

Round,  flatted single actuator

Terminal Type:

Tab w/screw

Contact Switching Action:

Breaks before makes each section rear

Switch Actuator Positioning Increment:

90.0 degrees single actuator

Contact Load Current Rating:

5.0 amperes resistive load lowest dc voltage rating at sea level

Special Features:

6 moving, 18 fixed phosphor bronze contacts, mtd by 4 no. 10-24 unc th d holes on 1.636 in. By 1.636 in. Mtg centers

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A052b0
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