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Hazardous Locations/environmental Protection:

Dustproof

Overall Length:

5.750 inches 

Overall Height:

1.500 inches 

Overall Width:

2.500 inches 

Individual Section Quantity:

4

Knob Specificationial Markings:

Moulded bar extension denotes switch relative position

End Application:

6525-01-099-2320 x-ray apparatus dental model heliodent 70

Switch Contact Basic Design:

Nonpile-up symmetrical

Pole Quantity:

2 each section in-line

Throw Quantity:

2 each section in-line

Features Provided:

Cam actuated and actuator knob

Cubic Measure:

21.565 cubic inches

Contact Voltage Rating In Volts:

600.0 ac at sea level

Switch Actuator Indexing Position Quantity:

8 single actuator

Terminal Type:

Screw

Contact Switching Action:

Breaks before makes each section in-line

Switch Actuator Positioning Increment:

45.0 degrees single actuator

Contact Load Current Rating:

10.0 amperes resistive load ac at sea level

Special Features:

Seven terminal jumpers in series provide one common terminal

Style Designator:

In-line,  cam actuated

Purchase Description Identification:

25088-31-18-643 b01051
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A052b0
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