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Body Material:

Any acceptable

Body Style:

Top or bottom mount w/molded saddle

Overall Length:

2.218 inches 

Tempurature Rating:

-65.0 degrees celsius and 120.0 degrees celsius

Overall Height:

0.578 inches 

Overall Width:

0.631 inches 

Mounting Hole Diameter:

0.218 inches 

Body Mounting Hole Accommodation Length:

1.231 inches 

Body Mounting Hole Accommodation Width:

0.562 inches 

Mounting Hole Style:

Rectangular,  w/rounded ends and two moun ting holes/slots

Specific Equipment Accommodated:

Relay

Contact Material:

Copper alloy

Contact Surface Treatment:

Gold and silver

Accommodated Contact Quantity:

8

Center To Center Distance Between Outside Mounting Holes Along Length:

1.844 inches 

Polarization Type:

Off center hole

Projection Length Above Mounting Surface:

0.093 inches 

Mounting Method:

Unthreaded hole

Mounting Type For Which Designed:

Chassis

Contact Position Arrangement Style:

Triple in line

Precious Material And Location:

Contact surfaces gold and contact surfaces silver
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Precious Material And Weight:

0.008 gold grains,  troy and 0.008 silver grains,  troy

Precious Material:

Gold and silver

Furnished Items And Quantity:

2 screw and 2 flat washer and 2 stud and 2 nut

Terminal Type And Quantity:

8 solder well

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A02300
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