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Electrical Insulation Feature:

Insulated completely

Body Style:

Dual accommodated straight extension

Overall Length:

Between 1.297 inches and 1.327 inches 

Body Width:

Between 0.172 inches and 0.202 inches 

Body Height:

Between 0.516 inches and 0.546 inches 

Cable Entrance Diameter:

Between 0.089 inches and 0.099 inches 

Accommodated Finger Type:

Two conductor,  turret tip single finger

Finger Accommodation Diameter:

0.078 inches   and 0.082 inches  single finger

Finger Accommodation Length:

0.298 inches   and 0.318 inches  single finger

Center To Center Distance Between Finger Accommodations:

Between 0.213 inches and 0.218 inches 

Jack Contact Arrangement Designator:

J2

Terminal Type:

Internal setscrew

Material:

Plastic,  polyamide insulator

Material:

Plastic polyamide insulator

Precious Material And Location:

Contact and contact springs and terminal surfaces gold

Precious Material:

Gold

Surface Treatment:

Gold terminal

Surface Treatment:

Gold spring

Test Data Document:

81349-mil-j-641 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification format; 

excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain environmental

and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).

Shelf Life:

N/a

Unit Of Measure:
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Demilitarization:

No

Fiig:

A03400
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