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Body Material:

Plastic

Body Style:

Top mount

Overall Length:

Between 1.390 inches and 1.422 inches 

Terminal Length:

Between 0.208 inches and 0.218 inches 

Overall Height:

Between 0.536 inches and 0.578 inches 

Overall Width:

Between 0.734 inches and 0.766 inches 

Mounting Hole Diameter:

Between 0.110 inches and 0.130 inches 

Body Mounting Hole Accommodation Length:

1.360 inches 

Body Mounting Hole Accommodation Width:

Between 0.609 inches and 0.641 inches 

Distance Between Mounting Facility Centers:

Between 0.344 inches and 0.364 inches 

Mounting Hole Style:

Rectangular,  w/two mounting holes/slots

Contact Material:

Beryllium copper

Contact Surface Treatment:

Gold

Accommodated Contact Quantity:

20

Polarization Type:

Contact position

Mounting Method:

Unthreaded hole

Mounting Type For Which Designed:

Chassis

Precious Material And Location:

Contact surfaces gold

Precious Material And Weight:

0.020 gold grains,  troy

Precious Material:

Gold

Terminal Type And Quantity:

20 tab,  solder lug
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A02300
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