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Body Material:

Plastic

Thread Class:

2a

Thread Direction:

Right-hand

Body Style:

Top mount w/studs

Overall Length:

1.344 inches 

Overall Height:

0.650 inches 

Overall Width:

0.359 inches 

Mounting Hole Diameter:

0.125 inches 

Body Mounting Hole Accommodation Length:

0.765 inches 

Body Mounting Hole Accommodation Width:

0.390 inches 

Distance Between Mounting Facility Centers:

1.062 inches 

Mounting Hole Style:

Rectangular,  w/two mounting holes/slots

Contact Maximum Current Rating In Amps:

3.0

Contact Material:

Phosphor bronze

Contact Surface Treatment:

Gold

Accommodated Contact Quantity:

10

Polarization Type:

Contact position

Projection Length Below Mounting Surface:

0.197 inches 

Mounting Method:

Threaded stud

Mounting Type For Which Designed:

Chassis

Thread Size:

0.112 inches
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Contact Position Arrangement Style:

Irregular

Special Features:

Mtg studs not furnished

Test Data Document:

10001-2263806 drawing (this is the basic governing drawing,  such as a contractor drawing,  original equipment manufacturer drawing,  etc.; 

excludes any specification,  standard or other document that may be referenced in a basic governing drawing)

Thread Series Designator:

Unc

Terminal Type And Quantity:

10 solder well

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A02300
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