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Body Material:

Glass and plastic

Body Style:

Top mount

Overall Length:

2.000 inches 

Terminal Length:

0.130 inches 

Overall Height:

0.175 inches 

Overall Width:

0.700 inches 

Contact Material:

Beryllium copper

Contact Surface Treatment:

Tin

Accommodated Contact Quantity:

40

End Application:

Fire pumps;  landing craft air cushion (lcac);  support equipment,  b-52 aircraft;  radar set,  lightweight 3d (an/tps-59);  missile,  minuteman

lgm-30;  teletype,  model 28;  support equipment,  mx peacekeepr missile;  engine,  aircraft,  f100-pw-200 (f-16a/b/c/d);  ground mobile force

satellite comm term (an/tsc-93a);  support equipment,  b-1 aircraft

Printed Circuit Board Hole Arrangement Style:

Forty hole

Polarization Type:

Slot

Mounting Method:

Terminal

Mounting Type For Which Designed:

Printed circuit

Contact Position Arrangement Style:

Dual in-line dimension "a" 0.600 inch

Criticality Code Justification:

Feat

Special Features:

Weapon system essential

Terminal Type And Quantity:

40 pin

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A02300
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