## NSN 5935-01-466-8098

View Online at https://aerobasegroup.com/nsn/5935-01-466-8098

Body Style:
Rectangular shape, w/jackscrew
Overall Length:
Between 2.865 inches and 2.885 inches
Center To Center Distance Between Mounting Facilities Parallel To Length:
Between 2.495 inches and 2.505 inches

## Overall Height:

Between 0.913 inches and 0.933 inches

## Overall Width:

Between 1.850 inches and 1.870 inches

## Unthreaded Mounting Hole Diameter:

Between 0.143 inches and 0.155 inches
Distance Between Centerlines Of Mounting Facilities Parallel To Body Width:
Between 1.245 inches and 1.255 inches

## Mating End Quantity:

1
Contact Position Arrangement Style:
158 single mating end
Contact Removability:
Removable single mating end single contact grouping

## Connector Locking Method:

Threaded hole

## End Application:

On441/usm636(

## Unable To Decode:

Unable to decode and unable to decode

## Terminal Location:

Front single mating end single contact grouping
Insert Material:
Plastic polyphenylene sulfide single mating end

## Terminal Type:

Crimp single mating end single contact grouping
Shell Material:
Alumina
Shell Surface Treatment:
Passivate
Included Contact Quantity:
158 single mating end single contact grouping

## Special Features:

Contacts not included with this item
Supplementary Features:
Mounting method - jackscrew and unthreaded hole

Electrical Receptacle Connector - Page 2 of 2

## Shelf Life:

N/a
Unit Of Measure:

Demilitarization:

Fiig:
A039b0

