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Body Style:

Straight shape,  external coupling

Overall Length:

1.320 inches 

Overall Height:

Between 39.4 millimeters and 40.0 millimeters 

Overall Width:

Between 39.4 millimeters and 40.0 millimeters 

Environmental Protection:

Corrosion resistant and fungus resistant and moisture resistant and salt spray proof and shock resistant and vibration resistant and weather

resistant

Center To Center Distance Between Mounting Facilities Parallel To Height:

Between 29.36 millimeters and 31.75 millimeters 

Distance Between Centerlines Of Mounting Facilities Parallel To Body Width:

Between 29.36 millimeters and 31.75 millimeters 

Distance From Mounting Shoulder To Front Face:

Between 18.7 millimeters and 20.1 millimeters 

Mating End Quantity:

1

Contact Position Arrangement Style:

21-35 single mating end

Polarization Method:

Keyway or multiple keyway

Insert Position In Deg:

0.0 and 18.0 and 30.0 and 330.0 and 342.0

Connector Locking Method:

Externally threaded shell

Features Provided:

Color band engagement indicator

Shell Material:

Plastic

Shell Surface Treatment:

Cadmium

Special Features:

Special pin contacts not included.

Color:

Olive drab

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A039b0
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