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Terminal Quantity:

3

Terminal Type:

Pin

Overall Diameter:

Between 2.344 inches and 4.625 inches 

Case Material:

Metal

Operating Tempurature Range:

+0.0/+43.0 degrees celsius

Coil Type:

Not isolated

Contact Arrangement:

Any acceptable

Input Voltage Rating:

6.3 ac pounds per hour wet

Unit Type:

Electromechanical

Base Type:

Standard base

Hermetically Sealed Feature:

Not provided

Input Current Rating:

0.060 amperes 

Drive Voltage Relationship To Input Voltage:

Equal

Drive Current Relationship To Input Current:

Unequal

Drive Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Output/input Voltage Relationship:

Unequal

Contact Operation Sequence:

Makes before breaks

Contact Voltage Rating:

6.0 ac pounds per hour wet

Contact Current Rating:

1.0 milliamperes 

Phase Angle In Deg:

22.0

Dwell Time Rating In Deg:

Between 190.0 and 206.0 
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Plug In Mounting Feature:

Provided

Base Mounting Size Designation:

6 pin medium tube

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T320-k
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