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Terminal Quantity:

5

Terminal Type:

Pin

Mounting Provision:

Slots

Overall Length:

Between 0.770 inches and 0.800 inches 

Overall Height:

Between 0.760 inches and 0.800 inches 

Overall Width:

Between 0.770 inches and 0.800 inches 

Operating Tempurature Range:

-62.0/+85.0 degrees celsius

Cubic Measure:

0.512 cubic inches

Mounting Facility Quantity:

1

Mounting Configuration:

One 2056 thd stud centrally located

Contact Arrangement:

Single pole,  double throw

Input Voltage Rating:

2.0 dc pounds per hour wet

Unit Type:

Electronic

Mounting Facility Size:

2-56 nc

Mounting Method:

Stud

Hermetically Sealed Feature:

Not provided

Input Current Rating:

10.0 milliamperes 

Semiconductor Material:

Any acceptable

Drive Voltage Relationship To Input Voltage:

Unequal

Drive Voltage Rating:

6.0 ac pounds per hour wet

Drive Current Relationship To Input Current:

Not rated
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Output/input Voltage Relationship:

Equal

Plug In Mounting Feature:

Not provided

Special Features:

Uses field effect transistors

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T320-k
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