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Overall Length:

Between 1.735 inches and 1.765 inches 

Center To Center Distance Between Mounting Facilities Parallel To Length:

1.474 inches  single mounting facility and 1.494 inches  single mounting facility

Overall Height:

Between 0.505 inches and 0.525 inches 

Overall Width:

Between 0.990 inches and 1.010 inches 

Mounting Slot Width:

0.139 inches  single mounting facility and 0.149 inches  single mounting facility

Environmental Protection:

Hermetic

Fragility Factor:

Moderately rugged

Frequency In Hertz:

400.0 

Winding Quantity:

1

Purpose For Which Designed:

General

Coil Quantity:

1

Duty Type:

Continuous

Mounting Facility Type And Quantity:

2 slotted hole single mounting facility

Storage Type:

General purpose warehouse

Cubic Measure:

0.936 cubic inches

Mounting Facility Pattern:

In-line single mounting facility

Nonpile-up Main Contact Arrangement:

2 pole,  double throw,  one position momentary

Main Contact Load Current Rating At Maximum Rated Voltage:

10.0 amperes ac resistive load

Main Contact Maximum Voltage Rating In Volts:

200.0 ac

Terminal Type And Quantity:

8 wire hook all functions

Shelf Life:

N/a
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Unit Of Measure:

--

Demilitarization:

No

Fiig:

A03300
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