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Terminal Quantity:

3

Terminal Type:

Tab,  solder lug

Overall Depth:

10.000 inches 

Mounting Hole Diameter:

0.438 inches 

Angle Between Centerlines Of Mounting Holes In Deg:

120.0

Overall Diameter:

13.000 inches 

Accessory Components:

Cord and blast valve

Power Rating:

7.50 watts normal

Transducer Diameter:

10.0 inches 

Horn Mounting Facility:

Threaded base

Horn Mounting Facility Quantity:

1

Horn Mounting Facility Thread Size And Series/type Designator:

5/16-18 unc

Transformer Primary Impedance Rating In Ohms:

Between 368.0 and 180000.0 

Mounting Facility Quantity:

2

Transducer Type:

Cone

Mounting Facility Circle Radius:

6.500 inches 

Usage Design:

Indoor

Installation Design:

Nonportable

Impedance Rating In Ohms:

13.5 voice coil 

Mounting Method:

Bracket

Style Designator:

Round

https://aerobasegroup.com


NSN 5965-00-538-2771
Permanent Magnet Loudspeaker - Page 2 of 2 

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A11600

https://aerobasegroup.com

