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Body Style:

Hand held

Width:

1.380 inches 

Length:

3.560 inches 

Mounting Method:

Bracket

Switch Type:

Push

Accessory Components:

Cable and connector

Impedance Rating:

100.0 ohms  and 500.0 ohms 

Output Sensitivity Rating In Decibels:

-44.0

Output Ac Voltage Rating:

Between 14.0 volts and 28.0 volts 

Operating Dc Voltage In Volts:

14.0

End Application:

Kdc-10 aircraft

Polarity Connection:

Required

Sound Pickup Directional Type:

Not rated

Noise Canceling Feature:

Not included

Support Stand:

Not included

Shock Mount:

Provided

Electrical Connection Type:

Integral cable

Connector Identification:

Pj-068

Extended Cable Length:

4.0 feet 

Operating Dc:

22.0 milliamperes 

Product Name:

Handheld microphone
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Special Features:

Series ce603tr amplified dynamic handheld microphone; solvent resistant case-high impact black phenolic; supplied with straight cable and

plug; polar pattern-differential (close talking); optional backet p/n ce8638a not included; for left cabin attendant panel

Height:

2.250 inches 

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06400
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