
NSN 5985-01-615-7086
Fixed Attenuator - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/5985-01-615-7086

Application Design:

Transmission line

Body Material:

Any acceptable

Body Style:

10b round, terminal/terminals on opposite surfaces

Terminal Material:

Copper

Overall Length:

0.230 inches 

Overall Diameter:

0.230 inches 

Inside Width:

0.080 inches 

Operating Tempurature Range:

-55.0 to 100.0 degrees celsius

Inside Height:

0.650 inches 

End Application:

5865-01-567-8646;  countermeasures set

Input Impedance Rating In Ohms:

50.0

Output Impedance Rating In Ohms:

50.0

Power Rating:

1.0 watts average

Rf Signal Attenuation In Decibels:

0.5

Unpackaged Unit Weight:

0.04 grams

Terminal Type And Quantity:

4 pin

Frequency Range:

Between 0.0 megahertz and 7000.0 megahertz 

Product Name:

Minature fixed attenuator

Special Features:

Actual body material is ceramic;  20 db;  aqueous washable;  pin connections,  input,  1;  output,  3;  ground,  2 and 4

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

A20000
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