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Body Material:

Any acceptable

Fragility Factor:

Moderately rugged

Body Size:

8

Rotor Input Voltage Rating In Volts:

26.0 

Frequency In Hertz:

400.0 

Rotor Input Current Rating:

10.0 milliamperes 

Rotor Input Electrical Power Rating:

92.0 milliwatts 

Zro Resistance In Ohms:

916.00 

Zso Resistance In Ohms:

206.00 

Zrs Resistance In Ohms:

1210.00 

Rotor Dc Resistance In Ohms:

725.00 

Stator Dc Resistance In Ohms:

160.00 

Phase Shift Angle In Deg:

17.000 input to output 

Maximum Fundamental Null Voltage In Millivolts Per Volt:

30.00 output

Electrical Error Angular Range In Minutes:

-5.0/+5.0

Terminal Location:

Rear

Plus J Zro Reactance In Ohms:

2430.00 

Plus J Zso Reactance In Ohms:

1737.00 

Plus J Zrs Reactance In Ohms:

258.00 

Special Features:

A size 8 synchronous motor included to drive resolver;  motor electrical data;  input voltage 115 v;  power 5 volt amps max;  frequency 400

hz;  drive speed 44.92 rpm;  gear head mounted on front

Terminal Type And Quantity:

7 wire lead
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A07800
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