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Cross Sectional Shape:

Round

Overall Length:

8.000 inches

Electrical Resistance:

50.00 ohms impedance

Tempurature Rating:

-55.0 degrees celsius and 200.0 degrees celsius

Cross Section Outside Diameter:

0.180 inches 

End Application:

Elec equip assembly,  rf;  accessory set,  inter p/n 2060as653-01

Conductor Quantity:

1

Strand Quantity Per Conductor:

1 single conductor

Conductor Form:

Solid single conductor

Product Name:

Inavy:  cable assembly;  cage:  improved mil-c-17 lower loss coaxial cable assembly

Round Conductor Size:

00 awg single conductor

Strand Awg Size Per Conductor:

00 single conductor

Terminal Manufacturer Identifying Reference Number:

Sa - right angle smal male plug 2nd end single conductor

Terminal Commercial And Government Entity Code:

34078 both ends single conductor

Material:

Steel core conductor single conductor

Precious Material And Location:

Coating on copper clad steel core and on 2nd position flat copper electrical shield and on 3rd position copper stabilizing shield and on 4th

position copper braided mechanical shield silver

Precious Material:

Silver

Surface Treatment:

Silver core coating single conductor

Style Designator:

External angle connectors

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

A077a0
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