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Prime Mover Cooling Medium:

Liquid

Mounting Type:

Wheel

Overall Length:

250.000 inches 

Overall Height:

101.000 inches 

Overall Width:

96.000 inches 

Current Type:

Ac

Frequency Rating:

60.0 hertz  and 50.0 hertz 

Cooling Method:

Radiator

Inclosure Type:

Fully enclosed

Winterization Feature:

Included

Ac Wattage Rating:

750.0 kilowatts and 625.0 kilowatts

Line To Line Voltage In Volts:

4160.0 and 2400.0 and 3800.0 and 2200.0

Line To Neutral Voltage In Volts:

2400.0 and 2200.0

Power Factor In Percent:

80.0

Excitor Type:

Self-excited

Prime Mover Starting Method:

Electric motor

Automatic Starting Feature:

Not provided

Prime Mover Manufacturer Name:

Cummins

Housing Type:

Inclosed

Ambient Tempurature In Deg Celsius:

-31.7 and -51.7

Tempurature Rise Rating In Deg Celsius For Continuous Operation:

40.0
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Radio Interference Suppression:

Included

Phase:

Three and three

Special Features:

4 wire lead rated 4160v or 3800v line to line,  4 wire wye,  rated 2400v or 2200v line to line,  can be remote controlled to 150 feet away

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T322-a
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