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Prime Mover Cooling Medium:

Air

Mounting Type:

Base shock

Overall Length:

48.000 inches 

Overall Height:

27.000 inches 

Overall Width:

24.000 inches 

Current Type:

Ac

Frequency Rating:

60.0 hertz 

End Application:

Peacekeeper t&h

Winterization Feature:

Included

Unpackaged Unit Weight:

710.000 pounds

Ac Wattage Rating:

12.0 kilowatts

Line To Line Voltage In Volts:

208.0

Line To Neutral Voltage In Volts:

120.0

Power Factor In Percent:

80.0

Excitor Type:

Self-excited

Prime Mover Starting Method:

Battery

Cranking Voltage In Volts:

12.0

Automatic Starting Feature:

Not provided

Prime Mover Manufacturer Name:

Onan

Prime Mover Identifying Number:

12.0djc-18r/9923ad model no.

Housing Type:

Open
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Ambient Tempurature In Deg Celsius:

-40.0 and 55.0

Tempurature Rise Rating In Deg Celsius For Continuous Operation:

-35.0 and 40.0

Radio Interference Suppression:

Included

Phase:

Three

Special Features:

Output voltage is re-connectable to provide the following voltages: 120/208, 127/220, 139/240, 120/240, 240/416, 254/440, 277/480

Reference Number Differentiating Characteristics:

As differentiated by repair parts

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T322-a
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