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Overall Length:

9.000 inches 

Overall Height:

2.550 inches 

Overall Width:

5.000 inches 

End Application:

An/usm test set,  sonar detecting

Installation Design:

Hole

Input Phase:

Single single operating power rqmt

Input Voltage Rating:

90.0 ac pounds per hour dry single operating power rqmt and 264.0 ac pounds per hour with retaining chain single operating power rqmt

Output Voltage Rating:

5.0 dc volts  1st power output

Input Frequency Rating:

47.0 hertz  single operating power rqmt and 440.0 hertz  single operating power rqmt

Operating Ambient Tempurature Range:

+0.1/+70.0 degrees celsius

Output Wattage Rating:

200.0 watts  multiple power outputs w/identical ratings

Rectification Method:

Magnetic amplifier open bridge

Output Current Rating:

8.0 dc amperes  2nd power output and 12.0 dc amperes  2nd power output

Output Phase:

Single multiple power outputs w/identical ratings

Power Supply Output Current/voltage Characteristics:

Constant current multiple power outputs w/identical ratings

Ripple Voltage At Full Load:

2.0 volts peak multiple power outputs w/identical ratings

Output Connection Quantity:

4 multiple power outputs w/identical ratings

Output Connection Type:

Terminal strip multiple power outputs w/identical ratings

Input Current Rating:

4.5 ac amperes  single operating power rqmt and 2.6 ac amperes  single operating power rqmt

Input Connection Type:

Terminal strip single operating power rqmt

Input Connection Quantity:

1 single operating power rqmt
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Ventilation Design Type:

Air cooled

Product Name:

Switching power supply

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A39900
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