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Cross Sectional Shape:

Round

Overall Length:

13.000 feet

Tempurature Rating:

80.0 degrees celsius

Cross Section Outside Diameter:

0.350 inches 

Termination Type:

Connector 2nd end all conductors

Usage Design:

Power

Conductor Quantity:

23

Accessory Wire Type And Quantity:

1 drain

Strand Quantity Per Conductor:

7 all conductors

Conductor Form:

Stranded all conductors

Round Conductor Size:

20 awg all conductors

Strand Awg Size Per Conductor:

34 all conductors

Conductor Arrangement And Quantity:

6 twisted pair and 11 singles

Special Features:

S-r polyvinylchloride covering;  jacket matl polyvinylchloride, color gray;  300v rating;  gpib unshld molded cable assembly;  ieee-488

campatible;  male/female conn ea end;  nec-cm and ul 2464 certified;  drainwire 26awg 7x34 located between foil and braided shld;  shlds

provided are not term to ph-810c conn shells;  conductors 6 pr 20awg 7x34;  10 singles 26awg 7x64;  1 single 24awg 7x32

Material:

Copper core conductor all conductors

Style Designator:

Internal connectors

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A077a0
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