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Body Cross-sectional Shape:

Rectangular w/square ends

Overall Length:

4.800 inches 

Cross-sectional Height:

0.093 inches 

Cross-sectional Width:

1.250 inches 

Mounting Configuration:

One 0.281 in. Min and 0.290 in. Maximum diameter hole;  one 0.125 in. Diameter hole;  one 0.156 in. Diameter hole and one 0.285 in. By

0.375 in. Slot, all irregularly spaced

Construction:

Solid

Special Features:

One ea capacitor, p/n cqr12a3kf104k3p, cage 81349;  one ea resistor, p/n rcr42g153js, cage 81349;  two ea insulated terminal, p/n

se205d01, cage 81349;  one ea insulated terminal lug, p/n m7928/1-21, cage 81349;  two ea machine pan head screw, p/n ms51957-13,

cage 96906;  one ea machine pan head screw, p/n ms51957-29, cage 96906;  two ea flat washer, p/n ms15795-804, cage 96906;  two ea

flat washer, p/n ms15795-805, cage 96906;  one ea plain hex nut, p/n ms35649-264, cage 96906

Material:

Copper

Surface Treatment:

Nickel

Surface Treatment Specification:

Qq-n-290 federal specification single treatment response

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A537p0
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