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Overall Length:

1.469 inches 

Overall Diameter:

0.625 inches 

Lamp Base Type Accommodated:

Midget flanged

Lamp Bulb Size Designator:

T-1 3/4

Lens Quantity:

1

Lens Color:

Colorless single light 1st position horizontal

Panel Accommodation Hole Diameter:

0.469 inches 

End Application:

Helicopter,  advance attack,  ah-1w;  support equipment,  mx peacekeeper missile;  engine,  aircraft,  f100-pw-200 (f-16a/b/c/d);  helicopter, 

mh-53e;  consolidated targets;  helicopter,  carrier based asw,  sh-60f;  aircraft,  airlifter c-17a;  support equipment,  b-1 aircraft;  test

consoles,  mini-sace;  helicopter,  / hh-53h pavelow

Lens Mounting Method:

Screw in

Mounting Method:

Panel

Panel Thickness For Which Designed:

0.312 inches 

Features Provided:

Blackout degree,  partial and dimming device and press to test

Lamp Type Accommodated And Quantity:

1 incandescent

Lens Type:

Flat,  knurled,  threaded shank single light 1st position horizontal

Lens Light Transmission Characteristic:

Transparent single light 1st position horizontal

Transmitted Light Color:

Colorless single light 1st position horizontal full display division a

Lens Back Surface Condition:

Smooth single light 1st position horizontal

Lens Face Surface Condition:

Smooth single light 1st position horizontal

Special Features:

Dim arrow symbol and press to test engraved on holder

Material:

Aluminum body

Surface Treatment:

Anodize body
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Style Designator:

Round frame,  round lens type

Furnished Items And Quantity:

2 hexagon nut and 1 lock washer

Terminal Type And Quantity:

3 solder lug

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A065a0
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