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Hazardous Locations/environmental Protection:

Weatherproof-nema type 3

Overall Length:

9.500 inches 

Overall Diameter:

5.750 inches 

Lamp Base Type Accommodated:

Medium screw

Lens Color:

Red

Lens Transparency:

Translucent

Mounting Base Length:

2.000 inches 

Mounting Base Width:

1.750 inches 

Mounting Base Height:

0.750 inches 

Voltage Rating In Volts:

Between 115.0 ac and 120.0 ac 

Mounting Method:

Pipe

Features Provided:

Reflective lens

Lamp Type Accommodated And Quantity:

1 incandescent

Lens Type And Quantity:

1 cylindrical

Lens Surface Condition:

Smooth back

Special Features:

1.01 candle power

Material:

Aluminum alloy body

Material Specification:

Qq-a-591 federal specification single material response body

Surface Treatment:

Paint body

Shape:

Round

Test Data Document:

24937-ac150/5345-2 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification

format;  excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain

environmental and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).
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Furnished Items And Quantity:

1 instruction booklet

Terminal Type And Quantity:

2 screw

Specification Or Standard:

L810 type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06300
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