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Overall Length:

1.750 inches 

Overall Diameter:

0.650 inches 

Lamp Base Type Accommodated:

Midget flanged

Lamp Bulb Size Designator:

T-1 3/4

Lens Quantity:

1

Lens Color:

Blue single light 1st position horizontal

Panel Accommodation Hole Diameter:

0.469 inches 

End Application:

Submarine communications and antenna systems;  aircraft,  hercules c-130;  joint stars target radar system;  aircraft,  starlifter c-141; 

aircraft,  galaxy c-5;  trident exterior communications;  ship,  ohio class ssn (trident);  aircraft,  tomcat f-14;  engine,  aircraft,  f100-pw-200

(f-16a/b/c/d);  avaition engine test systems (aets)

Lens Mounting Method:

Screw in

Mounting Method:

Panel

Panel Thickness For Which Designed:

0.312 inches 

Features Provided:

Press to test

Lamp Type Accommodated And Quantity:

1 incandescent

Lens Type:

Flat,  knurled,  external thread single light 1st position horizontal

Lens Light Transmission Characteristic:

Transparent single light 1st position horizontal

Transmitted Light Color:

Blue single light 1st position horizontal full display division a

Lens Back Surface Condition:

Smooth single light 1st position horizontal

Lens Face Surface Condition:

Smooth single light 1st position horizontal

Special Features:

Press to test engraved on holder

Material:

Aluminum body

Surface Treatment:

Anodize body
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Style Designator:

Round frame,  round lens type

Furnished Items And Quantity:

2 hexagon nut and 1 lock washer

Terminal Type And Quantity:

3 solder lug

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A065a0
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