
NSN 6210-01-448-2915
Indicator Light - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/6210-01-448-2915

Filter Color:

Yellow 1st row 2nd position horizontal horizontal split display division a

Lamp Base Type Accommodated:

Midget flanged

Lamp Bulb Size Designator:

T-1 3/4

Lens Quantity:

1

Lens Color:

Colorless single light 1st position horizontal

Filter Quantity:

4

Lamp Industry Number:

10hj14

Lens Mounting Method:

Bracket

Mounting Method:

Panel

Panel Thickness For Which Designed:

Between 0.150 inches and 0.250 inches 

Panel Accommodation Hole Width:

Between 1.105 inches and 1.125 inches 

Lamp Type Accommodated And Quantity:

4 incandescent

Lens Type:

Flat,  rectangular single light 1st position horizontal

Panel Accommodation Hole Height:

Between 0.865 inches and 0.885 inches 

Lens Light Transmission Characteristic:

Transparent single light 1st position horizontal

Transmitted Legend Color:

Black 2nd row 1st position horizontal horizontal split display division b

Lens Legend:

W g air 1st row 1st position horizontal horizontal split display division a

Transmitted Light Color:

Yellow 1st row 2nd position horizontal horizontal split display division a

Lens Back Surface Condition:

Smooth single light 1st position horizontal

Lens Face Surface Condition:

Smooth single light 1st position horizontal

Extra Long Reference Number:

10h50a2c    1j14 (yyrr) m1n2r256v16 ?

https://aerobasegroup.com


NSN 6210-01-448-2915
Indicator Light - Page 2 of 2 

Special Features:

10h50 drip proof seal;  28.0 volt lamp;  10hr256 special lens

Material:

Plastic polycarbonate lens

Precious Material And Location:

Screen silver

Precious Material:

Silver

Style Designator:

Rectangular frame type

Reference Number Differentiating Characteristics:

As differentiated by extra long reference number

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A065a0
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