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Lamp Bulb Size Designator:

T-1 3/4

Lens Quantity:

2

Lens Color:

Green single light 1st position horizontal

Filter Quantity:

2

End Application:

Mk445modo,  mc;  w/s:  missile systems,  nato sea sparrow

Lens Mounting Method:

Screw on

Mounting Method:

Panel

Panel Thickness For Which Designed:

Between 0.150 inches and 0.250 inches 

Panel Accommodation Hole Width:

Between 1.105 inches and 1.125 inches 

Lamp Type Accommodated And Quantity:

2 incandescent

Lens Type:

Flat,  rectangular single light 1st position horizontal

Panel Accommodation Hole Height:

Between 0.865 inches and 0.885 inches 

Lens Light Transmission Characteristic:

Transparent single light 1st position horizontal

Transmitted Legend Color:

Black single row 2nd position horizontal full display division a

Transmitted Light Color:

Green 1st row 2nd position vertical horizontal split display division a

Lens Back Surface Condition:

Smooth single light 1st position horizontal

Lens Face Surface Condition:

Smooth single light 1st position horizontal

Special Features:

10h50 drip proof seal;  10hr256,  special leans,  6.0 volt

Material:

Plastic polycarbonate lens

Precious Material And Location:

Body silver

Precious Material:

Silver
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Style Designator:

Rectangular frame type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A065a0

https://aerobasegroup.com

