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Hazardous Locations/environmental Protection:

Weatherproof and fungus proof

Overall Length:

4.700 inches 

Overall Height:

7.800 inches 

Overall Width:

6.000 inches 

Lamp Base Type Accommodated:

Double contact bayonet candelabra indexing

Lens Color:

Colorless and red

Lens Transparency:

Translucent

Wiring Provision Method:

Individual wire

Light Function:

General service tail and stop and blackout tail combination

End Application:

Nsn 2320-01-318-9902 het (heavy equipment transporter)

Wiring Provision Length:

8.62 inches  all provisions and 9.38 inches  all provisions

Voltage Rating In Volts:

12.0 dc 

Mounting Method:

Threaded hole

Lamp Type Accommodated And Quantity:

2 incandescent

Lens Type And Quantity:

1 teardrop, plain and 2 flat, retangular

Lens Surface Condition:

Smooth face

Special Features:

Two light emitting diodes (leds) are also included with item;  clear lens and two single contact candelabra lamps allow illumination of blackout

marker lights

Material:

Plastic lens

Shape:

Irregular

Furnished Items And Quantity:

4 lamp

Terminal Type And Quantity:

4 quick disconnect,  male
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06300
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