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Hazardous Locations/environmental Protection:

Vibration, shock, salt spray, sand, dust, fungus, gravity force resistant and explosion proof

Overall Length:

Between 18.070 inches and 18.570 inches 

Overall Height:

1.740 inches 

Overall Width:

2.414 inches 

Lamp Base Type Accommodated:

Single contact bayonet candelabra

Lens Color:

Red,  aviation

Lens Transparency:

Translucent

Voltage Rating In Volts:

28.0 dc 

Mounting Method:

Unthreaded hole

Lamp Type Accommodated And Quantity:

1 incandescent

Lens Type And Quantity:

1 flat,  square

Lens Surface Condition:

Smooth back

Special Features:

Low and high temperature tested

Material:

Plastic lens

Surface Treatment:

Paint body

Test Data Document:

81349-mil-e-5272 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification

format;  excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain

environmental and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).

Furnished Items And Quantity:

1 lamp and 1 internal reflector

Terminal Type And Quantity:

1 screw

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A06300
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