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Hazardous Locations/environmental Protection:

Moisture resistant and dust resistant and shock resistant and vibration resistant and salt spray resistant

Overall Length:

Between 1.505 inches and 1.586 inches 

Overall Height:

0.750 inches 

Overall Width:

0.750 inches 

Lamp Base Type Accommodated:

Submidget flanged

Lamp Bulb Size Designator:

T-1

Lens Quantity:

2

Lamp Industry Number:

6839

End Application:

Cec provision;  aircraft,  hawkeye e-2c

Mounting Method:

Panel or flush

Panel Thickness For Which Designed:

0.500 inches 

Lamp Type Accommodated And Quantity:

4 incandescent

Transmitted Legend Color:

Amber 2nd row 1st position horizontal full display division a and yellow 2nd row 1st position horizontal full display division a

Lens Legend:

Pump 2nd row 1st position horizontal full display division a

Product Name:

Light,  indicator hi-shock,  emi/rfi,  sealed .125 char size,  2-way horizontal split screen,  lamp ground

Material:

Plastic lens

Surface Treatment:

Anodize body

Style Designator:

Rectangular frame type

Terminal Type And Quantity:

4 solder lug

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A065a0
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