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Hazardous Locations/environmental Protection:

Moisture proof and shock resistant and vibration proof

Overall Depth:

19.500 inches 

Overall Height:

10.000 inches 

Overall Width:

10.000 inches 

Lens Color:

Colorless

Lens Transparency:

Transparent

Light Beam Motion:

Rotating

Features Provided:

Portable and rechargeable battery

Lamp Type Accommodated And Quantity:

Light emitting diodes 20

Battery Type And Quantity Required:

4 dry

Special Features:

Uses 20 high output led's;  includes 4 nicd rechargeable "c" batteries;  includes battery recharging adapter for cigarette lighter or ac wall

socket;  highly visible in rain,  fog and smoke;  safe around gas and oil spills;  environmentally safe;  safeguards personnel during

deployment of flares;  rugged and reliable;  automatically recharges in 3 hours for completely drained unit;  has zero maintenance;  versatile

use;  perfect for road and bridge closures and helicopter landing zones;  visibility up to 25 miles away by aircraft;  includes 8 white colored

flares with charging stick in carrying case

Material:

Injection molded dupont surlyn body

Shape:

Irregular

Furnished Items And Quantity:

4 battery and 1 carrying case

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06300
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