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Overall Length:

30.0 millimeters 

Bulb Diameter:

9.0 millimeters 

Filament Designation:

C6

Light Output Rating:

180.000 lumens  single rating

Average Life Rating In Hours:

100.0

Filament Heavy Duty Service Rating:

Not rated

Color Tempurature In Deg Kelvin:

3150.0

End Application:

Consol gse;  consolidated ground support equipment

Emitted Light Characteristic:

Colorless

Light Center Length:

Between 19.25 millimeters and 19.75 millimeters 

Voltage Rating:

6.000 volts 

Wattage Rating:

10.000 watts

Base Style:

G4 none

Bulb Style:

T (tubular)

Bulb Designator:

T3

Bulb Light Transmission Characteristic:

Transparent

Filling Gas Type:

Halogen

Rated Average Life:

Hours

Burning Position:

Any acceptable

Product Name:

Miniature quartz halogen lamp

Special Features:

Item differs from standard l7387: after a 24 hour burn-in at +6.00 vdc to -0.01 volts,  lamps shall produce 220, 000 counts per second +/- 10

percent and a side 1 to side 2 difference of less than 10 percent when operated at +4, 000 vdc +/- 0.005 vdc
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Terminal Type And Quantity:

2 pin

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A07900

https://aerobasegroup.com

