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Body Material:

Steel qq-s-698 temper 4 0r 5

Mounting Material:

Steel qq-s-698 temper 3 to 5

Terminal Quantity:

2

Terminal Type:

Wire lead w/lug

Hazardous Locations/environmental Protection:

Not rated

Width:

0.690 inches 

Wattage Rating In Watts:

Any acceptable

Outside Diameter:

Between 0.592 inches and 0.597 inches 

Overall Height:

Between 0.964 inches and 1.004 inches 

Mounting Device Quantity:

1

Mounting Method:

Bracket

Lamp Base Type Accommodated:

Single contact bayonet candelabra

Shell Surface Treatment:

Cadmium, qq-p-416, type 2, class 2

Mounting Feature Type:

Surface

Wiring Provision Length:

Between 3.125 inches and 5.937 inches 

Center To Center Distance Between Bracket Mounting Holes:

Between 0.335 inches and 0.345 inches 

Bracket Mounting Hole Diameter:

0.138 inches 

Current Rating In Amps:

Any acceptable

Voltage In Volts:

Any acceptable

Special Features:

Bracket mtg holes have no.6-32 nc-2b thd size

Height:

0.530 inches 
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Style Designator:

Candelabra

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A09400
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