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Mounting Base Length:

18.000 inches 

Mounting Base Width:

12.000 inches 

Voltage Rating In Volts:

100.0 ac  or 115.0 ac  or 200.0 ac  or 220.0 ac  or 240.0 ac 

Mounting Method:

Base

Features Provided:

Adjustable microscope nosepiece and adjustable slit

Lamp Type Accommodated And Quantity:

2 incandescent

Product Name:

Light slit:  ophthalmological base mount adj variabl voltage type

Special Features:

Base mounted;  adjustable;  27 watts;  adjustable head and chin rests;  with voltage selector for 100, 115, 200, 220, and 240 volts;  wide

angle binocular microscope with 10x and 16x eyepieces;  turret nosepiece with 1x and 1.6x objectives;  illumination system with variable

diaphragm control providing continuous slit lengths from 1 to 8 mm and slit width from 0 to 8mm;  aperature diaphragms of 0.2, 1, 3, 5, and 8

mm;  five built-in filters:  two cobalt blue, one red-free, one 13 per-cent neutral density, and one heat absorbent;  hruby lens;  with one 6 and

one 4.5 volt lamps;  with full and half mirrors, flcusing and spot fixation lights, table top with accessory drawer, mounting pin and spider, chin

rest tissue and fuses;  requisition should specify whether adjustable instrument table, applanation tonometer, or camera attachment is

desired

Furnished Items And Quantity:

2 lamp

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06300
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