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Scale Marking And Surface Finish:

Letters nonluminous and  lined increments nonluminous and  numerals nonluminous

Diameter:

1.840 inches 

Scale Division Quantity:

11 all indicators all scales

Current Type:

Ac/dc

Ac Voltage Rating:

115.0 volts 

Dc Voltage Rating:

5.0 volts 

Frequency Rating:

400.0 hertz 

Depth:

5.150 inches 

Contact Quantity:

12

End Application:

C5 aircraft

Contact Type:

Pin

Usage Design:

Aileron trim

Presentation Type:

Dial

Scale Range:

-10.0/+10.0 degrees all indicators all scales

Electrical Connection Quantity:

1

Electrical Connection Identifying Number:

Ms27034h12b12p

Pointer Purpose:

Indicates up/down position of wing trim surfaces

Pointer Type:

Indicating all pointers

Mounting Facility Type And Quantity:

1 panel

Features Provided:

Hermetically sealed case

Product Name:

Aileron trim position indicator
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Phase:

Single

Special Features:

2 pointers,  5v lighting circuit,  weight 0.95lbs

Reference Number Differentiating Characteristics:

As modified by nondefinite spec/data

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A533m0
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