
NSN 6620-00-726-4849
Rate Of Flow Indicator - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/6620-00-726-4849

Diameter:

2.000 inches 

Length:

5.182 inches 

Current Type:

Ac

Ac Voltage Rating:

115.0 volts 

Frequency Rating:

400.0 hertz 

End Application:

Nsn 6695-01-345-9726 main instrument panel c-130h acft

Presentation Type:

Dial

Scale Range:

+0.0/+12000.0 pounds per hour single indicator single scale

Individual Marking:

Fuel flow;  usaf type ma-7;  pph x 1000

Electrical Connection Quantity:

1

Electrical Connection Identifying Number:

Ms33678-18-1p

Pointer Type:

Indicating single pointer

Accuracy Rating:

100.0 pounds per hour single indicator single scale

Product Name:

Fuel flow indicator

Dial Outside Diameter:

1.812 inches 

Phase:

Single

Special Features:

Dial background dull black;  dial graduations linear above 400 pph with a scale change at 3000 pph;  case per ms33639 and hermetically

sealed;  weight 1.25 lbs

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A534d0
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