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Width:

20.750 inches 

Ac Voltage Rating:

115.0 volts  and 230.0 volts 

Frequency Rating:

50.0 hertz  and 60.0 hertz 

Depth:

14.000 inches 

Accessory Component Quantity:

1 and 1 and 1

Furnished Items:

Syringe 1;  pint oil 1;  tube 1

Accessory Identifying Number:

432-68 part no. And 850-98 part no. And 434a-96a-4 part no.

Internal Battery Accommodation:

Not included

Input Impedance Rating:

50.0 ohms 

Inclosure Feature:

Single item w/carrying case

Measurement Unit:

Average power

Input Frequency Range:

+0.000 to 12.400 kilohertz

Radio Frequency Input Power Rating:

0.01 watts  and 0.03 watts  and 0.10 watts  and 0.30 watts  and 1.00 watts  and 3.00 watts  and 10.00 watts 

Functional Classification:

Aa-4.2

Functional Description:

Troubleshoots, repairs and calibrates the an/arc-143 uhf radio set installed in p-3 aircraft, connected through a directional coupler to measure

transmitter rf power output

Height:

12.750 inches 

Entry Date:

74-09-01

Reference Data And Literature:

Power meter, caorimeteric, ap-02, instrumint calibration procedure;  navair17-20ap-02;  hewlett packard 1969 catalog-electronics for

measurement, analysis and computation

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli
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Fiig:

T228-f
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