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Mounting Type:

Case

Overall Length:

13.000 inches 

Overall Height:

10.000 inches 

Overall Width:

10.000 inches 

Current Type:

Ac

Frequency Rating:

Between 60.0 hertz and 400.0 hertz 

Case Material:

Any acceptable

Case Surface Treatment:

Any acceptable

Frequency Range Rating:

+0.020 to 200.000 kilohertz

Accessory Component Quantity:

1 and 1 and 1

Accessory Controlling Agency:

Jetds

Accessory Identifying Number:

Cg409e/u type no. And ug514/u type no. And da35/u type no.

Joint Electronics Type Designation System Item Name:

Generator, signal

Joint Electronics Type Designation System Item Type Number:

An/urm127

Internal Battery Accommodation:

Not included

Output Impedance Rating:

1.0 kilohms 

Voltage Rating:

115.0 volts 

Frequency Band Quantity:

4

Accessory Component Name:

Cord; adapter connector;  dummy load

Calibration Accuracy Rating:

Porm 2 pct accuracy

Crystal Controlled Feature:

Not provided
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Calibrated Signal Output Range:

Any acceptable

Maximum Signal Output:

Any acceptable

Modulator Location:

Any acceptable

Functional Classification:

Bb-1.1

Entry Date:

91-01-03

Specification Or Standard:

An/ur-127 type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T320-j
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