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Overall Length:

8.875 inches 

Overall Height:

5.375 inches 

Overall Width:

7.375 inches 

Dc Voltage Rating:

1.5 volts 

Case Material:

Wood

Internal Battery Accommodation:

Included

Scale Calibration:

0 to 10 meg ohms resistance

Scaleaccuracy Rating In Percent:

-0.150/+0.150

Adjustment Method:

Rotary switch

Balance Indicator Type:

Galvanometer

Functional Classification:

Aa-1.3

Functional Description:

A portable wheatstone bridge used to measure dc resistance of electrical components & as auxiliary resistance boxes;  used to support

an/arn-30 ( ), an/asn-23, an/asn-23, an/asn-43, & pu-54 ( ) /a

Entry Date:

70-08-15

Reference Data And Literature:

Dept of army publications:  tm-2019 w/ changes 1&3 oct 57, tm11-6625-249-12p jun 57, tm11-6625-249-35p jul 59, tb11-6625-249-35/1; 

leeds & northrup 5-5300

Relationship To Similar Equipment:

Dwhen exhausted use 6625007774402;  interchangeable w/ 6625002434845, 6625005728800, 6625006492868, 6625000600960,

6625004901724, 6625006493055, 6625004460, 6625005538240;  suitable substitute 6625004041592

Type/model Designation:

Zm- ( ) /u

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T228-d
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